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Silencers AKS: 

 
d –  nominal diameter 
D – outer diameter 
L – length 
lp – coupling length: 

 

d, mm D, mm L, mm lp, mm d, mm D, mm L, mm lp, mm 

100 204 

600/900 42 

200 319 

600/900 42 125 204 250 359 

160 254 315 404 

 

• Manufactured from: 
o  galvanized sheet steel DX51D+Z275 / S220GD+Z275 (LST EN 10346) 
o insulation: mineral wool 

• Couplings are equipped with EPDM gaskets featuring a special coating to facilitate installation 

• Sound attenuation: 

• Complies with the requirements of LST EN 1506 standard 

• Properly installed systems comply with air-tightness class C (tested according to LST EN 
12237 standard) 

• Complies with reaction-to-fire class A1 according to LST EN 13501-1 standard 

Dimensions Attenuation, dB 

mm mm Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz 

d L 63 125 250 500 1000 2000 4000 8000 63 125 250 500 1000 2000 4000 8000 

100 600 9,3 12,4 17,3 29,5 41,8 43,4 25,2 24,4 9,3 12,4 17,3 29,5 41,8 43,4 25,2 24,4 

100 900 10,4 12,5 20,5 37,3 50,9 49,7 29,4 27,9 10,4 12,5 20,5 37,3 50,9 49,7 29,4 27,9 

125 600 8,7 11,5 15,7 27,0 38,7 38,8 22,9 22,4 8,7 11,5 15,7 27,0 38,7 38,8 22,9 22,4 

125 900 9,8 11,6 18,9 34,8 47,8 45,1 27,1 25,9 9,8 11,6 18,9 34,8 47,8 45,1 27,1 25,9 

160 600 8,1 10,5 14,0 24,2 35,3 33,7 20,5 20,2 8,1 10,5 14,0 24,2 35,3 33,7 20,5 20,2 

160 900 9,2 10,6 17,2 32,0 44,4 40,0 24,7 23,7 9,2 10,6 17,2 32,0 44,4 40,0 24,7 23,7 

200 600 7,5 9,6 12,4 21,6 32,2 29,0 18,2 18,1 7,5 9,6 12,4 21,6 32,2 29,0 18,2 18,1 

200 900 8,6 9,7 15,6 29,4 41,3 35,3 22,4 21,6 8,6 9,7 15,6 29,4 41,3 35,3 22,4 21,6 

250 600 7,0 8,8 10,9 19,1 29,1 24,4 16,0 16,1 7,0 8,8 10,9 19,1 29,1 24,4 16,0 16,1 

250 900 8,1 8,9 14,1 26,9 38,2 30,7 20,2 19,6 8,1 8,9 14,1 26,9 38,2 30,7 20,2 19,6 

315 600 6,4 7,8 9,3 16,4 25,9 19,6 13,7 14,0 6,4 7,8 9,3 16,4 25,9 19,6 13,7 14,0 

315 900 7,5 7,9 12,5 24,2 35,0 25,9 17,9 17,5 7,5 7,9 12,5 24,2 35,0 25,9 17,9 17,5 


